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Installation Instructions  

VisionRear 
Article number: 803 

Model: BMW R 1300 GS (0M21) 

 

 

 

 

Scope of delivery: 

Description Quantity 
VisionRear module 2 pieces 

 

 

Required tools: 

Tool description 
Torx screwdriver or Torx bit T40 

Torque wrench with suitable Torx bit 
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Notes before installation: 

Read these installation instructions completely before starting. Only carry out the installation if you can safely follow 
the described steps. If you are unsure, contact a qualified motorcycle workshop or us before installation. 
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Installation: 

The VisionRear modules are installed between the original connector plugs of the rear turn signals. On the 
BMW R 1300 GS, the connector plugs for the rear turn signals are located on the left side of the vehicle 
underneath the seat. 

 

Step 1: Remove the original rider and passenger seat. 

 
Step 2: Loosen the four screws of the cross brace. When reinstalling later, observe the tightening torque 

of 28 Nm. 
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Step 3: Carefully release the fuse holder from the cross brace. 

Step 4: Then remove the cross brace from the vehicle. 
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Step 5: Release the connector plug of the right rear turn signal from its holder. Disconnect the plug 
connection and insert one VisionRear module between the vehicle wiring harness and the turn signal. 
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Step 6: Release the connector plug of the left rear turn signal from its holder. Disconnect the plug 
connection and insert the second VisionRear module between the vehicle wiring harness and the turn 

signal. 

  



 

Page 7 
Version 1.0 | Status: May 2026 | Emotion Ride GmbH 

 
 

 

VisionRear module in connected condition 

 

Step 7: Reassemble the vehicle in reverse order. Observe all specified tightening torques and make sure 
that no cables are trapped, crushed or routed under tension. 

Step 8: Before the first ride, check the function of the turn signals, tail light, brake light and hazard 
warning lights. 

 

General notes: 

Installation may only be carried out with the ignition switched off and the vehicle safely parked. Make sure that 
the motorcycle is standing securely and cannot tip over during the work. Work carefully and without using force 
on plug connections, body panels, holders and cables. 

Before installation, check whether the delivered product is complete, undamaged and suitable for the intended 
purpose. Do not use the product if the housing, cables, plugs, contacts or other components are damaged or 
show visible defects. 

The product is intended exclusively for the described installation and use. It may only be installed and operated 
in accordance with these instructions. Any other use, any modification of the product or any use outside the 
intended application is considered improper use. 

The product must not be opened, modified, shortened, extended, rebuilt or otherwise manipulated. 
Modifications to the product, plug connections, cables or housing parts may cause malfunctions. In addition, 
warranty and guarantee claims may be lost as a result. 

During installation, make sure that no cables are crushed, kinked, trapped, twisted or routed under tension. All 
plug connections must fully engage and sit securely. Route cables and modules so that they do not come into 
contact with moving, hot or sharp-edged components. 
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When reassembling, observe all manufacturer specifications, especially regarding screw connections, 
tightening torques, cable routing, mounting points and safety-relevant components. Incorrectly installed 
components may impair the function of the vehicle. 

If questions arise during installation or operation, please contact us at individualisierungen@emotion-
ride.de. We will gladly support you with identifying plug connections and with model-specific questions. 


